


RapidReach™ Off-Grid Communications Solution 

Rugged. Reliable. Ready in Under 2 Minutes. 

The RapidReach™ is a compact, lightweight, and powerful off-grid communications solution 
engineered for mission-critical operations. Whether deployed in disaster zones, remote 
environments, or tactical settings, RapidReach delivers seamless connectivity and dependable 
performance—no need to open the case, no complicated setup.

Key Features 

Rugged & Sealed Design
Built tough with multiple IP67-rated cooling fans for reliable operation in harsh
environments.
Plug-and-Play Simplicity
One-switch operation—fully functional in under  minutes.
All-in-One Charging Flexibility
Supports 110V AC, 12V DC, and solar charging (up to 150W). Compatible with standard
extension cords and vehicle ports.
Multi-Device Power Output

o 12V DC Automotive Outlet (10A max)
o 2x USB-A QC 3.0 (18W)
o 1x USB-C PD (30W)
o Integrated voltage display
o Total USB output: 10A max

Starlink-Ready Power Supply
Provides 30V DC / 3.5A constant power from any 10–28V DC input, with surge protection
and switchable control.
Dual Connectivity Options
Integrated Wi-Fi with an weatherproof Ethernet port for wired redundancy.
Long-Lasting Battery Life
Powered by a Bioenno 12V / 20Ah / 240Wh LiFePO4 battery

o Runtime: 8–9+ hours on Starlink-only mode
o Recharge via AC, DC, or solar in ~5 hours

Portable & Lightweight
Compact form factor weighing less than 17 lbs—easy to deploy, carry, and stow.
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