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ADF-50 ADSORB-it Roof Downspout Filter 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

   ADF-50 Downspout Filter Unit:                   Stormwater Biochar Filter Media: 
       
   55-gallon HDPE Filter Housing                          Filtration, Absorption & Adsorption Capacities                
   Adaptable 1 & 2 Stage Filtration System            Utilizes Carbon Lock™ Technology 
   Medium Capacity Filter: 12.6 cu.ft.                    Works Effectively in High & Low Rainfall Events 

   Holds up to 200-lbs. of Filter Media                   Average Metals Removal Rate: 87.5% 
   Hi-Flow 18”dia.x5”deep Underdrain                    Average TSS Removal Rate: 98.7% 
   Estimated Flow Rate: 70-80-gpm                      Effectively Removes Soluble/Insoluble Metals 

                                                                        Average Shelf Life of Biochar Media: 1-2 years 

   Overflow Port: 

   3” Overflow Discharge Port                              ADF-50 Per Unit Cost:  $1,250.00 
   3”or4”x30”deep PVC Overflow Port                   
   Fixed Overflow Anti-Siphon Connection 
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Stormwater Biochar Filter Media is an affordable, natural organic carbon neutral Bio-Char 

media that is a relatively new treatment technology used in the removal of most pollutants 

found in storm water discharges. Bio-Char filter media is made from a specialized organic media 

that filters stormwater naturally. 

Utilizing Carbon Lock™ Technology, this university tested technology uses Biochar as its basis 
for locking heavy metals onto the filter media. Small and soluble heavy metals are attracted to 
the polarity of Biochar and attach to surface areas through both absorption and adsorption 
 

The Bio-Char media serves as an ionic exchange medium 

to enhance the treatment process and effectively 

removes:  

• Sediments/Debris 

• Total Suspended Solids (TSS) 

• Turbidity 
• Chemicals (Phosphorus, Nitrogen, Etc.) 

• Heavy-Metals (Zinc, Copper, Lead) 

• Oil & Gas (Petrochemicals) 
 

Stormwater Biochar Filter Media has undergone 

extensive Field & University testing and has shown a 95% 

reduction of total Aluminum and Zinc, and up to a 99% 

reduction of Cadmium, Chromium, Total Copper, Lead and 

Iron. 

Stormwater Biochar Filter Media has been used in many 

applications such as catch basin filters, roof downspout filters, 

treatment bed filters, contour ditch booms, filter socks/pillows 

and filter booms used in channels, ditches and bio-swales. 

The Biochar is universally applicable to all manufacturer’s 

systems and is highly adaptable to custom configurations and 

installations. 
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